
CALLS FOR HELP 
In our last issue we asked our readers to help by shar­

ing their experiences with regard to the aftermarket water 
pump baffle. All but one of the folks who responded said 
that they found no difference in cooling when installing 
the baffle. 

The one gentleman who got an immediate fix to his 
cooling problem has not had a reoccurrence of overheat­
ing for 25 years. 

Because of almost overwhelming data against the 
baffle's effectiveness CASCO decided to drop the prod­
uct from our line. We are convinced, however, that using 
it will not hurt so if you find one and want to try it do so 
with our blessing. 
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RESTORA TION TIPS 
o Engine Overheating Fix 

BARNES THUNDERBIRD SHOP - Houston Texas 
Rust scale and dirt collect in the bottom of the water 
jackets and rarely gets cleaned out. Each new or 
rebuilt engine I get from anyone gets the heads and 
freeze plugs removed, the block is then inverted and 
the jackets cleaned by using a rod, coat hanger wire, 
and air pressure to loosen and remove this accumula­
tion. 

It's a surprise what and how much will be removed. 
I believe that this is the # 1 thing to do to keep engines 
running cool. 

o Proper Installation Of Hood Release Cable 
CASCO RESTORATIONS - Originally, the hood release 
wire, after it passed through the retaining clamp re­
ceived bend of approximately 45°. 

This little bend could save a lot of grief because 
without it you are relying on the small set screw alone 
to secure the hood release cable. 

o	 Dying '57 Dashes 
CASCO. RESTORATIONS - We recommend that when 
dying a '57 dash that after cleaning it well that one 
apply a plastic prep, dye with white, and then apply the 
final color. 

The plastic prep enhances the adhesion and the 
white dye masks the supplied dark blue color. 


